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产品描述 

STRUT 系列低压轨道灯具，适配于 WAC STRUT 轨道系统，外形设计精致，灯具灵动、小巧; 灵活调节照射角度,精准控光，且可进行光束角度的调节。

满足不同的应用环境需求，广泛应用于办公,商业等照明空间场所。 

产品特性 
 

 主体材质： 铝合金灯体 

 光学系统： 透镜 

 表面处理： 静电粉末喷涂 

 投射方向： 水平 0°~360°调节竖直 0~90°调节 

 配件/支架： 见附件 

 安规认证： CQC 

 防护等级： IP20 

 绝缘等级： Class III 

 环境温度： -20℃~40℃ 

产品规格 

 遮光角： / 

 光源类型： COB 

 光源光通量： 见表格 

 光源寿命： >50000h-L70 /B10-Ta25℃(LM-80/TM-21) 

 色温/显指 2700K / 3000K / 3500K / 4000K；Ra90 

 光源色容差 3 SDCM 

 输入电压： 48VDC  

 调光控制： ON-OFF/0-10V/ELV/DMX512/无线及 APP 控制 

 产品重量： 约 0.56Kg，不含包装 
 

 

订购模型 

Model Power(W) Beam CCT CRI Max Lumens Max CBCP Finish 

OS2SA 1 15W       15°-40° 

927  2700K 

930  3000K 

935  3500K 

940  4000K 

 

90             810                2870 

 

BK   Black 

WT  White 

ADJUSTABLE SPOT LIGHT 示例：OS2SA-1-927BK 

 

 

Model Power(W) Beam CCT CRI Max Lumens Max CBCP Finish 

OS2SA 1 15W  

S   15° 

N  25° 

F   35° 

927  2700K 

930  3000K 

935  3500K 

940  4000K 

 

90            1230               9400 

 

BK   Black 

WT  White 

FIXED BEAM SPOT LIGHT 示例：OS2SA-1-S27BK 

 

配件 
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Model Description Pic 

LENS-11-HCM Honeycomb Louver 

 

LENS-11P-CRL-WT 

LENS-11P-CRL-BK 
Cross Louver 

 

LENS-11-SNOOT-BK 

LENS-11-SNOOT-WT 
Snoot 

 

LENS-11-RED  

LENS-11-GRN  

LENS-11-BLU  

LENS-11-AMB 

Colored Lens 

 

LENS-11-FR Clear/Frosted Lens 

 

LENS-11-SPR Spread Lens 

 

LENS-11-BEL Beam Elongating Lens 

 

 


